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FUNCTION 
 
In many industrial processes, long distance periodic signals have to be 
amplified. 
The MAS booster makes it possible with excellent characteristics. 
 
 
CHARACTERISTICS 
 
Input: 

square signal:       0 - 10KHz / 0 - 8V to 0 - 48V, or 
                0 - 10KHz / ± 8V to ± 48V, or 
                0 - 10KHz / o.c.NPN type, 

 
duty cycle:         50%, 

   
frequency overload:    1,3 x FS, 

 
Output: 

square signal:       0 - 10KHz / ±12V, or 
0 - 10KHz / ±24V, or 

                0 - 10KHz / 0-24V,  
                (following P.O. specifications), 
 
  cyclic ratio:         50%, 
 

impedance:        250 Ω min., 
 
Galvanic insulation:     > 3500 Vrms for:  I&O / Supply, 
                > 1500 Vrms for:  I / O, 
 
Temperature range:     -25 to 70°C, 
 
Auxiliary supply:       115 or 230 VAC (-15%, +10%) /  

45 to 65 Hz / 3VA max., 
 
Casing:            polycarbonate case for DIN profile, 

junction:       screw terminals, 
dimensions:     73 x 45 x 121 mm (H x W x D), 

 
Weight:            400 g, 
 
Norms:            accordance to CE norms, 
 
Temperature of calibration: 20 to 25°C, 
 
No continuous magnetic field influence 

up to 150 Gauss  in  X, Y, Z dimensions. 

 
 

Special converters can be designed by our development team. 
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TERMINAL DESCRIPTION 

1 Input  -  

2     Input +    

3 Input +         C.O. 

4 Output  - 

5 Output  + 

6 N.C.  

7 N.C.  

8 Ground 

9 Supply voltage 

10 Supply voltage 
115 or 230 Vac / 50 Hz 

DIMENSIONS 

JUNCTION 

SEREM - ZI DU PARQUET
 73660 ST REMY DE MAURIENNE - FRANCE

TYPE: MAS

BOOSTER MODULE 
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